
JDES Inverter Range 

PERFORMANCE PD300 PD400 Single PD400 Dual PD550 Dual 

Peak Current 300 Arms 500 Arms 500 Arms each 550 Arms each 

Continuous Current 300 Arms 400 Arms 400 Arms each 425 Arms each 

320 V DC 96 kVA 128 kVA 128 kVA 136 kVA 

700 V DC 210 kVA 280 kVA 280 kVA 298 kVA 

MECHANICAL 
        

L = 377 mm   
W = 350 mm  
H = 148 mm 

L = 380 mm   
W = 330 mm  
H = 130 mm 

L = 395 mm   
W = 330 mm  
H = 185 mm 

L = 464 mm   
W = 712 mm  
H = 196 mm 

15.0 kg 17.3 kg 30.4 kg 64.0 kg 

1,260 cm² 1,250 cm² 1,300 cm² 3,510 cm² 

18.3 L 16.3 L 24.1 L 68.0 L 

ENVIRONMENTAL  

Ambient Temperature -40°C  to  +85°C °C  to  +70-°4C0 °C  to  +70-°4C0 °C  to  +70-°4C0 

        

Common Specifications 

High Voltage Operation:  up to 750 V DC   Supply Voltage:  9 – 32 V DC  

IP67   EMC:  CISPR25 Class 3  

Liquid Cooling:  50% WEG blend -40°C  to  +70°C    Vibration:  Based on MIL-STD-202  method 214A  

Sekretariat tel. +48 68 470 72 50
Dział Silników tel. +48 68 470 72 62
mobile 602 600 079
fax +48 68 470 72 51

GENERALNY DYSTRYBUTOR:

Techbud Sp. z o.o.
ul. Gorzowska 12
65-127 Zielona Góra 

www.silniki.info.pl

johndeere@techbud.eu
techbud@techbud.eu
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Dimensions 

Weight  

Footprint  

Volume  

  

Sealing:  
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